20001015.ba v03_n009.bam.20001015

>From ???@??? Sun Oct 15 07:34:20 2000 -0500
Date: Sun, 15 Oct 2000 07:31:57 CDT
From: Old Tube Radios <boatanchors@theporch.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: BOATANCHORS digest 3009
Message-Id: <20001015123344.31046298@devel43.theporch.com>

			    BOATANCHORS Digest 3009

Topics covered in this issue include:

  1) EC-1 Power Cord connection
	by James Hanlon <knjhanlon@uswest.net>
  2) Re: EC-1 Power Cord connection
	by Arden Allen <gumbear@pacbell.net>
  3) Re: EC-1 Power Cord connection
	by Richard Post <post@ouvaxa.cats.ohiou.edu>
  4) Boatanchor music
	by cswiger <cswiger@wilma.widomaker.com>
  5) Documentary: Wartime Deception
	by cswiger <cswiger@wilma.widomaker.com>
  6) Re: Boatanchor music
	by "Garey Barrell" <k4oah@mindspring.com>
  7) Needed: Mercury plunger relay for Swan Linear
	by "James C. Garland" <4CX250B@miavx1.acs.muohio.edu>
  8) 7027A
	by Avery Comarow <acomarow@usnews.com>
  9) For Sale: Various Items
	by Dave Hollander <davidh@getnet.com>
 10) FS: Hallicrafters Keyer
	by KB9VU@aol.com
 11) Collins for sale
	by KB9VU@aol.com
 12) WTD: 5-40 Screws
	by "Richard W. Solomon" <w1ksz@tiac.net>
 13) HP 523C/D Manual (Free)
	by "Richard W. Solomon" <w1ksz@tiac.net>
 14) Heathkit SB-301 & SB-401 FS
	by JONWEINER@aol.com
 15) R-390 control monitor ... Collins C-1012/FRR
	by "Tom Bridgers" <tarheel6@email.msn.com>
 16) Re: WTD: 5-40 Screws
	by Al Klase <skywaves@bw.webex.net>
 17) Lampkin 107C
	by David Knepper <knepper@lenzlink.net>
 18) Manuals 
	by David Knepper <knepper@lenzlink.net>
 19) Re:  RCA WV-98C
	by "Hue Miller" <kargokult@proaxis.com>
 20) Re: WTD: 5-40 Screws
	by AAFRadio@erols.com
 21) Re:  Boatnapster
	by "Hue Miller" <kargokult@proaxis.com>
 22) Re:  RCA WV-98C
	by Avery Comarow <acomarow@usnews.com>

----------------------------------------------------------------------
Message-ID: <39E786C1.4EEE511F@uswest.net>
Date: Fri, 13 Oct 2000 16:03:45 -0600
From: James Hanlon <knjhanlon@uswest.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: EC-1 Power Cord connection
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Y'all,

I'm busy restoring one and a half Echophone EC-1's, the kind
that Hogarth used to his great advantage to get out of
onerous duty, to attract pretty girls, etc.  It is the
typical AC/DC set, in this case with six tubes because
Hallicrafters hadn't figured out how to make the IF
oscillate for a bfo yet.  I'm about to replace the AC line
cord with a modern,  two prong, polarized plug version.  My
question is, which side of the AC line should I attach to
what in the receiver?

One side of the AC line comes into the set and attaches
directly to one side of the 35Z5 filament and also through a
#47 bulb to the 35Z5 plate and to the 35Z5 filament tap.
That side of the line is also connected to the chassis
through what looks like a 0.05 mfd capacitor.  The other
side of the 35Z5 filament connects to the other tube
filaments in series.  The far end of the last of the series
filaments connects to chassis ground which is isolated from
the cabinet.  The chassis ground is connected to the cabinet
through a 0.25 mfd capacitor.  The chassis ground point goes
through the power switch on the volume control to the other
side of the AC line cord.

If I attach the "ground" side of the ac line (the side that
measures zero volts to the round hole in between the two
slots on a power socket) to the 35Z5 filament, then when the
AC line switch is off and the filament string is low
resistance the chassis connection at the far end of the
filament string will be essentially at power line ground
potential.  Also, the cabinet will be at AC ground, through
the 0.25 mfd condenser.  However, when I turn the AC line
switch on, the chassis will be attached to the hot side of
the line and the cabinet will be coupled to the hot side
through the condenser.

If I attach the hot side of the line to the 35Z5 filament,
when the AC line switch is off the chassis will be
essentially at the hot side potential as will the cabinet
through the 0.12 mfd condenser.  When I turn the switch on,
then the chassis and cabinet will be at ground potential.

So ... it almost looks like I get to choose when I get
zapped, with the switch off or with the switch on.

I suppose I could make the line cord a three wire model and
tie the cabinet to the third, ground lead.  Then my choice
would just be whether to leave ac power across that
chassis-to-cabinet condenser with the switch on or with it
off.  At least I wouldn't get fried off the cabinet either
way.  But the ground-fault breaker in my garage shack
wouldn't like that setup one bit.

Do any of you have some guidance?  Not operating the
receiver wouldn't be much fun.  I do have an isolation
transformer I could use to keep me out of trouble, but it's
bigger than the EC-1!  What did Hallicrafters do in their
S-38's?  An awful lot of hams used them without getting
electrocuted.  Any and all comments will be welcome, and
thanks.

Jim Hanlon, W8KGI

------------------------------
Date: Fri, 13 Oct 2000 16:19:04 -0700
From: Arden Allen <gumbear@pacbell.net>
Subject: Re: EC-1 Power Cord connection
To: Old Tube Radios <boatanchors@theporch.com>
Message-id: <0G2E009MD6133V@mta6.snfc21.pbi.net>
MIME-version: 1.0
Content-type: text/plain; charset=ISO-8859-1
Content-transfer-encoding: 7bit

Hi Jim;

Some of the folks on the List may have a good rationale for the Halli's
wiring enigma, I don't.  Providing an earth ground for the cabinet is a
smart thing to do because either the .25 or .05 capacitor could short.  If
grounding the cabinet is not convenient then the next best step is to use a
three wire cord but that can be dangerous, as we have discussed many times
here, because it leads one to assume that the radio is "safe" when there
have been many reports of faulty household and industrial wiring.  I prefer
the ground stud approach and a separate wire to an earth ground that I
personnaly have verified is good.  Using a polarized two wire cord with a
modification of the wiring so that the chassis is "cold" whether the radio
is on or off gives little comfort for the same reason.  My recommendation
is do what is best for your own particular situation.  If you sell the
radio be sure to get a signed copy of the sales receipt which says, "AS IS
-- NO WARRANTEE OF OPERABILITY OR SAFETY IS GRANTED".  That might scare off
a few sales but at least a buyer is warned.

> I'm busy restoring one and a half Echophone EC-1's, the kind
> that Hogarth used to his great advantage to get out of
> onerous duty, to attract pretty girls, etc.  It is the
> typical AC/DC set, in this case with six tubes because
> Hallicrafters hadn't figured out how to make the IF
> oscillate for a bfo yet.  I'm about to replace the AC line
> cord with a modern,  two prong, polarized plug version.  My
> question is, which side of the AC line should I attach to
> what in the receiver?
> 
> One side of the AC line comes into the set and attaches
> directly to one side of the 35Z5 filament and also through a
> #47 bulb to the 35Z5 plate and to the 35Z5 filament tap.
> That side of the line is also connected to the chassis
> through what looks like a 0.05 mfd capacitor.  The other
> side of the 35Z5 filament connects to the other tube
> filaments in series.  The far end of the last of the series
> filaments connects to chassis ground which is isolated from
> the cabinet.  The chassis ground is connected to the cabinet
> through a 0.25 mfd capacitor.  The chassis ground point goes
> through the power switch on the volume control to the other
> side of the AC line cord.
> 
> If I attach the "ground" side of the ac line (the side that
> measures zero volts to the round hole in between the two
> slots on a power socket) to the 35Z5 filament, then when the
> AC line switch is off and the filament string is low
> resistance the chassis connection at the far end of the
> filament string will be essentially at power line ground
> potential.  Also, the cabinet will be at AC ground, through
> the 0.25 mfd condenser.  However, when I turn the AC line
> switch on, the chassis will be attached to the hot side of
> the line and the cabinet will be coupled to the hot side
> through the condenser.
> 
> If I attach the hot side of the line to the 35Z5 filament,
> when the AC line switch is off the chassis will be
> essentially at the hot side potential as will the cabinet
> through the 0.12 mfd condenser.  When I turn the switch on,
> then the chassis and cabinet will be at ground potential.
> 
> So ... it almost looks like I get to choose when I get
> zapped, with the switch off or with the switch on.
> 
> I suppose I could make the line cord a three wire model and
> tie the cabinet to the third, ground lead.  Then my choice
> would just be whether to leave ac power across that
> chassis-to-cabinet condenser with the switch on or with it
> off.  At least I wouldn't get fried off the cabinet either
> way.  But the ground-fault breaker in my garage shack
> wouldn't like that setup one bit.
> 
> Do any of you have some guidance?  Not operating the
> receiver wouldn't be much fun.  I do have an isolation
> transformer I could use to keep me out of trouble, but it's
> bigger than the EC-1!  What did Hallicrafters do in their
> S-38's?  An awful lot of hams used them without getting
> electrocuted.  Any and all comments will be welcome, and
> thanks.
> 
> Jim Hanlon, W8KGI

------------------------------
Message-Id: <v03007800b60d53f40985@[132.235.46.157]>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
Date: Fri, 13 Oct 2000 20:25:20 -0400
To: Old Tube Radios <boatanchors@theporch.com>
From: Richard Post <post@ouvaxa.cats.ohiou.edu>
Subject: Re: EC-1 Power Cord connection
Cc: knjhanlon@uswest.net

Jim,

I've worked on several of these.  The simplest solution was for an EC-1
with a bad volume control.  I had a DPST switch volume control (as
typically used in old 3-way portable radios) and used it for replacement
along with a polarized line cord (chassis gets wide-blade neutral).  The
switch cuts both sides of the line at the same time.  I included an in-line
fuse under the chassis on the hot side in case the switch, etc. goes bad.
You'll find that the DPST solution is the modern way to keep people from
getting fried by plugged-in cold toasters and butter knives.

One other option is to use a polarized cord and hot-wire the on-off switch.
Turn the radio on or off externally using the switch of your typical
relatively cheap (plastic)  3-wire cord tap.   Keep using the GFCI.

73,

Rich



>I'm busy restoring one and a half Echophone EC-1's, the kind
>that Hogarth used to his great advantage to get out of
>onerous duty, to attract pretty girls, etc.  It is the
>typical AC/DC set, in this case with six tubes because
>Hallicrafters hadn't figured out how to make the IF
>oscillate for a bfo yet.  I'm about to replace the AC line
>cord with a modern,  two prong, polarized plug version.  My
>question is, which side of the AC line should I attach to
>what in the receiver?
>So ... it almost looks like I get to choose when I get
>zapped, with the switch off or with the switch on.
>
>Jim Hanlon, W8KGI


------------------------------
Date: Sat, 14 Oct 2000 09:07:08 -0400 (EDT)
From: cswiger <cswiger@wilma.widomaker.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Boatanchor music
Message-ID: <Pine.BSF.3.96.1001014085629.13471A-100000@wilma.widomaker.com>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

List -

	Don't know if it was the high pressure dominating eastern
US wx last night but my eyes popped out of my head after tuning
into WSAI 1530 Cincinatti around 0100Z. It was booming into
Hampton VA like a local w/ Como, Les Paul and all the "American
Original Standards" filling the SX62A speaker. It eventually went
into a brief deep fade and thought it might have just been the
'terminator effect' but it eventually came back to 'full quiteing'
again. Very enjoyable. Sure hope they can keep that format going.

	Chuck
	kb4new
	cswiger@widomaker.com

------------------------------
Date: Sat, 14 Oct 2000 10:41:55 -0400 (EDT)
From: cswiger <cswiger@wilma.widomaker.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Documentary: Wartime Deception
Message-ID: <Pine.BSF.3.96.1001014103024.28097A-100000@wilma.widomaker.com>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

List -
	I always take these modern documentaries w/ a bit o' salt,
but there was a fascinating  program on Radio Netherlands recently
called "Wartime Deception" - "looking at the way radio was used by the
protagonists in World War II to capture the hearts and minds of the
enemy - with varying degrees of success!". Listen to RealAudio or
download an mp3 from their archives at:

http://www.rnw.nl/realradio/html/soundstore.html

	Chuck
	kb4new
	cswiger@widomaker.com
 

------------------------------
Message-ID: <000601c035ed$cf468340$3693fea9@office>
From: "Garey Barrell" <k4oah@mindspring.com>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: <boatanchors@theporch.com>
Subject: Re: Boatanchor music
Date: Sat, 14 Oct 2000 10:47:55 -0400
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Chuck -

WSAI has had that format for years.  It's the only radio station worth
listening to in Atlanta!!  They are 50kW clear channel with their pattern
beamed down our way.  Typically much stronger than WHAS 840 Louisville,
another 50 kW clear channel station.  They also used to carry the "When
Radio Was" series of old radio shows from the 30's and 40's.  It was an hour
show from 11 - 12 pm weeknights.  Unfortunately WSAI carries the local Ice
Hockey games, and they ran late enough that it interfered with "WRW" often
enough that they just dropped it

By the way, the WRW site has streaming audio of the shows as well.
www.whenradiowas.com

Plus as an extra bonus, they carry UK Basketball games!  (I know, not much
interest in that in ACC country except to keep track of how far ahead of UNC
they are in all-time wins!!)

Anyway, great signal, great format.  I listened to them in Charlottesville
for years when we were there.

73, Garey - K4OAH
Atlanta

----- Original Message -----
From: cswiger <cswiger@wilma.widomaker.com>
To: Old Tube Radios <boatanchors@theporch.com>
Sent: Saturday, October 14, 2000 9:07 AM
Subject: Boatanchor music


> List -
>
> Don't know if it was the high pressure dominating eastern
> US wx last night but my eyes popped out of my head after tuning
> into WSAI 1530 Cincinatti around 0100Z. It was booming into
> Hampton VA like a local w/ Como, Les Paul and all the "American
> Original Standards" filling the SX62A speaker. It eventually went
> into a brief deep fade and thought it might have just been the
> 'terminator effect' but it eventually came back to 'full quiteing'
> again. Very enjoyable. Sure hope they can keep that format going.
>
> Chuck
> kb4new
> cswiger@widomaker.com
>

------------------------------
Message-Id: <3.0.1.32.20001014115630.006b5a88@miavx1.muohio.edu>
Date: Sat, 14 Oct 2000 11:56:30 -0400
To: Old Tube Radios <boatanchors@theporch.com>
From: "James C. Garland" <4CX250B@miavx1.acs.muohio.edu>
Subject: Needed: Mercury plunger relay for Swan Linear
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

Hi Gang,
Anybody got a small (35A or so) double-pole mercury displacement relay with
115VAC coil? A buddy of mine needs one for a Swan linear amplifier he's
restoring. Magnecraft sells them, as well as other manufacturers, but I
thought I might see if any of the amp-builders on the list had one.
Thanks and 73,
Jim W8ZR

------------------------------
Message-Id: <3.0.6.32.20001014111151.008bb390@pop3.norton.antivirus>
Date: Sat, 14 Oct 2000 11:11:51 -0400
To: Old Tube Radios <boatanchors@theporch.com>
From: Avery Comarow <acomarow@usnews.com>
Subject: 7027A
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

Anybody got one of these beam power tubes? I dropped one on the floor
(!!*?@!). A good used one is fine.

73, Avery W3AVE in Potomac, Md.

------------------------------
Message-ID: <39E88700.5E356E2C@getnet.com>
Date: Sat, 14 Oct 2000 16:17:03 +0000
From: Dave Hollander <davidh@getnet.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: For Sale: Various Items
Content-Type: text/plain; charset=us-ascii; x-mac-type="54455854"; x-mac-creator="4D4F5353"
Content-Transfer-Encoding: 7bit

I have the following for sale. Photos and detailed descriptions can be
seen at:

http://www.getnet.com/~davidh/forsale5.html

***********************************************************************

National SW-54 Receiver - $80 + Shipping

Russian Telegraph Key - $50 shipped (higher if out of USA)

Hungarian Military Telegraph Key $40 shipped (higher if out of USA)

"Rare McMurdo Silver 701 Transmitter" - $80 + shipping

"Rare" Hammarlund HK-1B Keyer - $125 shipped (higher if out of USA)

WRL Meter for Globe Scout Transmitters - $18 shipped

Thanks for looking

73,

Dave N7RK

--
************************************************************************

Dave  N7RK -  Webmaster CADXA
Phoenix, Arizona         *DXCC Honor Roll*    *WAZ#23 - 75 Meter SSB*

            ex-XE2/N7RK, N7RK/ZB2, VK2ERK, ZM0AJN, WB6NRK, WN6IWX

Boatanchor Collector Extraordinaire preferring Hallicrafters, National
and what ever else looks interesting!

E-Mail: davidh@getnet.com  My Home Page:  http://www.getnet.com/~davidh

Visit the Central Arizona DX Association Home page - http://cadxa.org

------------------------------
From: KB9VU@aol.com
Message-ID: <3f.b584de7.2719ea2d@aol.com>
Date: Sat, 14 Oct 2000 12:56:13 EDT
Subject: FS: Hallicrafters Keyer
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit

Hallicrafters TO Keyer model HA-1.  Very good condition, working, with manual 
and hook up cables.  $100.

Mike, KB9VU

------------------------------
From: KB9VU@aol.com
Message-ID: <66.8462cab.2719ece7@aol.com>
Date: Sat, 14 Oct 2000 13:07:51 EDT
Subject: Collins for sale
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit

Collins 30S-1 Amplifier.  CCA Very Good condition. Tested and working.  Spare 
(used working) 4CX1000A tube, original manual.  $1650 pick up only or will 
drive a reasonable distance to effect a transfer.  Located in Florissant, MO 
near St. Louis.

Collins R-390A Receiver.  Signal Corps contract 14214-PH-51.  CCA Very Good 
condition.  Includes top and bottom covers and manual set (copies & 
originals).  Mounted in a NOS Signal Corps cabinet part number CY-979A/URR.  
$675 pick up only or will drive a reasonable distance to effect a transfer.  
Located in Florissant, MO near St. Louis.  Will sell receiver without the 
cabinet for $450.

E-mail to kb9vu@aol.com OR land line (weekends only) at (314) 831-8174.

Thanks

Mike, KB9VU

------------------------------
From: "Richard W. Solomon" <w1ksz@tiac.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: WTD: 5-40 Screws
Date: Sat, 14 Oct 2000 16:11:47 -0400
Message-ID: <LOBBJFMMJJCIMDIAGBJLCELPFCAA.w1ksz@tiac.net>
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

I am restoring an old piece of equipment and need about a dozen
5-40 X 3/8 Phillips Head screws. None of the local hardware stores
have any, most don't even know that the 5-40 exists.
Why they picked this odd-ball is beyond me, but before I re-tap
them for 6-32, I thought I would ask.

73, Dick, W1KSZ

------------------------------
From: "Richard W. Solomon" <w1ksz@tiac.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: HP 523C/D Manual (Free)
Date: Sat, 14 Oct 2000 16:45:49 -0400
Message-ID: <LOBBJFMMJJCIMDIAGBJLEEMAFCAA.w1ksz@tiac.net>
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

I have an original Operating and Service Manual for an HP 523C/D Counter.
Gratis to anyone who has one of these old classics. Please, no MM's.

73, Dick, W1KSZ

------------------------------
From: JONWEINER@aol.com
Message-ID: <87.175e3d7.271a27a3@aol.com>
Date: Sat, 14 Oct 2000 17:18:27 EDT
Subject: Heathkit SB-301 & SB-401 FS
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit

I have for sale a classic Heathkit SB-301/SB-401 pair in very good condition. 
Receiver has the 400hz CW filter. Both receiver & transmitter look to be 
unmodified, with no extra holes. Surface of the chassis is a bit soiled. Both 
include original manuals and power cords. Price is $150. each, plus shipping 
from Greenville, SC.

Jon, K1VVC

------------------------------
Message-Id: <200010150159.VAA00877@mail5.lig.bellsouth.net>
From: "Tom Bridgers" <tarheel6@email.msn.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: R-390 control monitor ... Collins C-1012/FRR
Date: Sat, 14 Oct 2000 21:58:37 -0400

Hi..
    Does anyone have a schematic they'd be willing to send me a copy of ...
or know where I can get a schematic of this R-390 control monitor?
    I'm trying to figure out whether this 3-receiver control is worth
restoring or not.  Its former owner started cannabilizing it and then
offered it for sale at a hamfest, where I purchased it.  A very sad
situation...cut wires, parts removed, etc.  You may have seen this monitor
in some of the old pix of consoles that have been circulating on the web
recently where 2 or more r-390's were being used.  It is distinguishable by
having 3 meters in the front (that monitor diode current) and a 1-1/2" by
1/2 "pilot light" in the center near the top.
    Still ... maybe it can be restored ... if I can get a schematic...
Thanks in advance for any help!
-tom  KE4RHH


-----Original Message-----
From: Old Tube Radios <boatanchors@theporch.com>
To: Old Tube Radios <boatanchors@theporch.com>
Date: Friday, October 13, 2000 4:37 PM
Subject: BOATANCHORS digest 3008


>
>     BOATANCHORS Digest 3008
>
>Topics covered in this issue include:
>
>  1) Re: PCB CAPACITOR DISPOSAL
> by "Roberta J. Barmore" <rbarmore@email.msn.com>
>  2) BIRDIES
> by JOHN.SEHRING@ecunet.org
>  3) FS: Globe Scout Deluxe
> by Avery Comarow <acomarow@usnews.com>
>  4) GRAND FORKS ND HAMFEST OPINIONS, PLEASSE
> by JOHN.SEHRING@ecunet.org
>  5) RE: PCB CAPACITOR DISPOSAL
> by Morris Odell <MorrisO@vifp.monash.edu.au>
>  6) FT-243 Crystals
> by Robert Lawson <w4rl@bellsouth.net>
>  7) Re: PCB CAPACITOR DISPOSAL
> by "Dave prince" <davprin@gil.com.au>
>  8) Re: FT-243 Crystals
> by W7QHO@aol.com
>  9) Re: Wanted: B&W Items
> by "russ dworakowski" <wb3fau@hotmail.com>
> 10) Re: PCB CAPACITOR DISPOSAL
> by jackiv@juno.com
> 11) Re: Crystal resonances
> by "russ dworakowski" <wb3fau@hotmail.com>
> 12) Re: Need RCA AR-67 Info.
> by jackiv@juno.com
> 13) WTB: Lafayette HA-55A Manual
> by GeorgeHumphrey <gah@koyote.com>
> 14) Re: Mystery Receiver
> by William Donzelli <aw288@osfn.org>
> 15) WS 19 Valve E1148
> by "Fred Powell" <powellf@earthlink.net>
> 16) RE: WS 19 Valve E1148
> by "Meir Ben-Dror" <wf2u@qsl.net>
> 17) Re: Crystal Help Wanted
> by James Hanlon <knjhanlon@uswest.net>
> 18) Re: Mystery Receiver
> by "Hue Miller" <kargokult@proaxis.com>
> 19) information needed
> by Ronnie Hull <w5sum@nwla.com>
> 20) National SW-3 Model III Question
> by "Freeberg, Scott (STP)" <scott.freeberg@guidant.com>
> 21) ADMINISTRIVIA: Fancy HTML in Posts
> by listown@nanniandjack.com (Mail List Owner)
> 22) Re E1148
> by philip mccoy <dgnova@erols.com>
>

------------------------------
Message-ID: <39E94A64.38C25579@bw.webex.net>
Date: Sat, 14 Oct 2000 23:10:44 -0700
From: Al Klase <skywaves@bw.webex.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: WTD: 5-40 Screws
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

"Richard W. Solomon" wrote:
> 
> I am restoring an old piece of equipment and need about a dozen
> 5-40 X 3/8 Phillips Head screws.

Look around for some "barrier" type terminal strips.  If
memory serves, many use 5-40 screws.  Or is that what you're
trying to replace.

Al

------------------------------
Message-ID: <39E9BF86.449B8E30@lenzlink.net>
Date: Sun, 15 Oct 2000 07:30:30 -0700
From: David Knepper <knepper@lenzlink.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Lampkin 107C
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Could someone please assist me in determining the application for such
an instrument.  I would also like to know what the estimated value of
the Lampkin 107C might be if I were to sell it.  The one that I have in
my possession comes with the original manual and the condition of the
instrument is like new.

Thank you.
--
David Knepper - W3ST
Publisher of the Collins Journal
Secretary to the Collins Radio Association
CRA website: www.collinsra.com
Join the the mail list:
collins@qth.net through www.qth.net

------------------------------
Message-ID: <39E9C05C.C3A34B5B@lenzlink.net>
Date: Sun, 15 Oct 2000 07:34:04 -0700
From: David Knepper <knepper@lenzlink.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Manuals 
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

I have a miscellaneous original manuals for Hewlett-Packard, Tektronix,
RCA, Hickock, Northern Radio, Measurements Corporation, etc.  that I
would like to sell. There are also Sony tape recorder manuals,
Realistic, etc.

 If you would like the three page list, please email me and I will
forward an attachment.  The manuals are in excellent condition and have
been in my possession for some years.

David Knepper - W3ST
Publisher of the Collins Journal
Secretary to the Collins Radio Association
CRA website: www.collinsra.com
Join the the mail list:
collins@qth.net through www.qth.net

------------------------------
Message-ID: <000d01c036a2$f7840480$92c36ac6@oemcomputer>
From: "Hue Miller" <kargokult@proaxis.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re:  RCA WV-98C
Date: Sun, 15 Oct 2000 05:25:11 -0700
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Normally i stay away from tube test equipment, and especially
VTVMs, but i recently acquired an RCA WV-98C that looks to
have very, very low time on it.
I need paper docs for it, original or copy.

Also, i want to ask, when Heathkit sold that kit to solid-state
their VTVM, did the transistors come encapsulated or
packaged, like the FETRONs of yesteryear?  I am thinking
if i could i would like to solidstate the RCA VTVM. 
Some time back i found instructions on how to install 
FETRONs in the H-P 400 VTVM, from front to back,
every socket, but i have unfortunately not ever seen one
in existence like that.
While i am here, i am also seeking manual/ tech data for
RCA WT-524A transistor tester.
Thanks-   Hue Miller

------------------------------
Message-ID: <39E9ABF4.2FAD6220@erols.com>
Date: Sun, 15 Oct 2000 08:07:01 -0500
From: AAFRadio@erols.com
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: WTD: 5-40 Screws
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

McMaster-Carr has SS versions, Dick.  Part number 91772A126
(http://param.mcmaster.com/asp/ss.asp?FAM=machine&FT_101=101&FT_113=296&FT_108=328&FT_115=336&FT_103=189&FT_118=358&FT_105=147&FT_110=318).
No minimum order, but the bad news is that you'll need to get a hundred
of them (for $4.85 plus postage).  At least you won't have to weaken the
thread by retapping if that's a consideration.

BTW, I lost my hard drive a few days ago, so I'd appreciate folks
helping me repopulate my mailing list with an off-line reply.

73,
Mike Hanz  KC4TOS

"Richard W. Solomon" wrote:

> I am restoring an old piece of equipment and need about a dozen
> 5-40 X 3/8 Phillips Head screws.

------------------------------
Message-ID: <002001c036a4$86549340$92c36ac6@oemcomputer>
From: "Hue Miller" <kargokult@proaxis.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re:  Boatnapster
Date: Sun, 15 Oct 2000 05:36:18 -0700
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Many of us still don't have scanners, the computer 
kind. But i can imagine when the scanner popuation
has risen, and we have done the heavy lifting of 
scanning in our manuals, brochures, review articles,
whatever, some file search & share program like
a Napster for boatanchors might be kinda neat-
it goes out there and looks for the manuals or
docs you need, finds them, downloads them, 
without a whole lotta further work on our part.
Hue Miller

------------------------------
Message-Id: <3.0.6.32.20001015073146.008cca50@pop3.norton.antivirus>
Date: Sun, 15 Oct 2000 07:31:46 -0400
To: Old Tube Radios <boatanchors@theporch.com>
From: Avery Comarow <acomarow@usnews.com>
Subject: Re:  RCA WV-98C
Cc: boatanchors@theporch.com
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

Hue, for what it's worth, I used the conversion kit many years ago on my
Heathkit V-7A and was sorry I did. One of the solid-state plugins went bad
shortly thereafter. I suspect (but do not know) that they are sensitive to
transients.

They look something like Nuvistors. They are sealed, and plug directly into
the tube sockets.

I now have a WV-98C, use it frequently, and would not dream of
solid-stating it, especially since the tubes are widely available cheap.

73, Avery W3AVE in Potomac, Md.

At 08:12 AM 10/15/00 -0400, you wrote:
>Normally i stay away from tube test equipment, and especially
>VTVMs, but i recently acquired an RCA WV-98C that looks to
>have very, very low time on it.
>I need paper docs for it, original or copy.
>
>Also, i want to ask, when Heathkit sold that kit to solid-state
>their VTVM, did the transistors come encapsulated or
>packaged, like the FETRONs of yesteryear?  I am thinking
>if i could i would like to solidstate the RCA VTVM. 
>Some time back i found instructions on how to install 
>FETRONs in the H-P 400 VTVM, from front to back,
>every socket, but i have unfortunately not ever seen one
>in existence like that.
>While i am here, i am also seeking manual/ tech data for
>RCA WT-524A transistor tester.
>Thanks-   Hue Miller
>
>
>

------------------------------
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